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Capsule 
Polar Pattern 
Frequency Response
Sensitivity
Impedance
Operating Voltage
Connector
Capsule dimension
Cable
Weight
Accessories
    

Electrect
Unidirectional-cardioid

50 Hz ÷  16 kHz
- 45 dB  ± 3 dB
600      ± 30% (at 1 kHz)
1.5 - 10 V d.c.
3.5 stereo jack
8 mm Ø
2 mm Ø x 1200 mm 
18 g
Tie-Clip microphone holder, Acoustic Foam windscreen
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JACK CONNECTIONS
H = HOT (Audio +)
C = COLD (Audio -)
S=SHIELD (Schermo)

Refold “C” contact on the base of “H” contact and to tin it
Ripiegare il contatto “C” alla base del contatto “H” e stagnarli assieme

Tin the condenser from 100 pF NP0 between hot and ground
Stagnare un condensatore 100 pF NP0 tra il caldo e la terra

The LA 500 is a compact lavalier, unidirectional tie-clip microphone. The LA 500 is suitable for lecturers, 
presenters, video and theatre applications and who needs hands-free operation, without compromising 
sound quality and performance.  Its detachable tie-clip allows easy mounting, offering flexibility and 
confort to the user.

Il microfono lavalier LA 500 è copatto, unidirezionale con capsula cardioide ad Electrect.  
Uso tipico : letture pubbliche, presentatori, attori e tutti quei professionisti che necessitano di avere
le mani libere durante la loro esibizioni senza compromettere la qualità dell audio. 
La flessibilità della clip permette un semplice montaggio da parte dell utilizzatore.
 

LA 500 - Lavalier tie-clip microphone 

LA 500
Code no. 143.80.015


