
BM 5804
MULTI ZONE PAGING MICROPHONE

DESCRIPTION

BM 5804 is a paging microphone for 
announcements wich is part of the DXT 5000 
digital system. BM 5804 can be directly 
connected to the MU 5100 central unit. 
The user will be able to send announcements, 
make calls, intervene on sound levels, select 
music sources in different areas and send 
routine messages or alarms stored in the 
system memory to the different pre-
configured zones or groups of zones. The BM 
5804 model has 3 configurable buttons (e.g. 
for zone selection). Each button has 2 LEDs 
(one is green, the other is a bicolur 
yellow/red) to show the status of the buttons. 
Is is possible to add a label (with a description 
to its respective function) beside each button.

FEATURES

• Metal body with 420 mm gooseneck
• Menu based user interface with back lighted liquid crystal display (LCD)
• Pre-amplified hyper-cardioid hi-quality microphone with integrated compressor and limiter
• Complete self-diagnostic of the base (EN 54-16)
• 3 Programmable function keys for annuncment or commands
• Power supply voltage from the BUS or from 24 V dc input
• Alert and evaquation indication
• Pre record message attivation
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TECHNICAL SPECIFICATIONS

Microphone specifications Type: Desktop paging microphone with electret 
capsule

Directivity: Cardioid

Frequency Response (-3dB): 40 Hz ÷ 16 kHz

Nominal output voltage @3.3 kohm (mV 
RMS):

500.00 mV RMS

Console specifications Preamplified: Yes

Configurable buttons: Yes

LED indicators: Yes

LCD screen: Yes

Power requirement Operating voltage: 24.00V ~ Hz

Power consumption: 3.80 mA

Connections Connectors: RJ45

Standard compliance CE marking: Yes

Size Height: 39 mm / 1.54 inches

Width: 203 mm / 7.99 inches

Depth: 128 mm / 5.04 inches

Weight: 1.5 kg / 3.31 lbs

Shipping informations Package Height: 154 mm / 6.06 inches

Package Width: 434 mm / 17.09 inches

Package Depth: 174 mm / 6.85 inches

Package Weight: 2.5 kg / 5.51 lbs

PART NUMBER

• 14322006

BM 5804

EAN 8024530006884
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RCF products are continually improved. All specifications are therefore subject to change without notice.


