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Salvo eventuali errori ed omissioni.
RCF S.p.A.  si riserva il diritto di apportare modi�che senza preavviso.

Except possible errors and omissions.
RCF S.p.A.  reserves the right to make modi�cations without prior notice.
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IMPORTANT NOTES - Before connecting and using this product, please read this instruction manual carefully and keep it on 
hand for future reference. The manual is to be considered an integral part of this product and must accompany it when it changes 
ownership as a reference for correct installation and use as well as for the safety precautions. RCF S.p.A. will not assume any respon-
sibility for the incorrect installation and / or use of this product.

AC RDNET INPUT
RDNET INPUT PANEL FOR TTL33-A II E TTL31-A II

INSTALLATION INSTRUCTIONS
Remove the 4 screws "A", which pin the ampli�er to the 
speaker.
WARNING: once the 4 screws have been removed, the 
ampli�er must be hold since it is no more attached to the 
speaker’s cabinet.
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ADDITIONAL INSTRUCTIONS FOR TTL33-A II
Once rempoved the input panel, unscrew board "D".4a

Put under board "D" the support bracket "E", included 
in the kit.

4b

Mount board "D" with a 180° rotation.4c

Proceed to bullet 5.4e

Plud board "D" to the amplifier panel using the longer cables 
"F" and "G", included in the kit.

4d

Disconnect connector "B", linking the ampli�er to the 
input board.
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Plug the connector "B" to link the input panel to the 
amplifier.

6

Mount the ampli�er to the speaker using the 4 screws "A".7

Remove the 4 screws "C" which pin the input panel to the 
ampli�er.

3

Remove the input panel.
NOTE: for TTL33-A II proceed to bullet 4a.
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Mount the new input panel and pin it to the ampli�er 
using the 4 screws "C".
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