
MD 7600
DYNAMISCHES MICROPHON

BESCHREIBUNG

Das MD 7600 ist ein Supernierenmikrofon mit 
einem internen Pop-Filter und einem 
verriegelbahren An-/Ausschalter. Die Kapsel 
ist schwingungsgedämpft aufgehängt um 
Griffgeräusche zu unterdrücken. Das MD 
7600 kann sowohl für Gesang als auch 
Sprache eingesetzt werden.

FUNKTIONEN

• Dynamische Supernierenkapsel
• Anti-Plop Filter
• verriegelbarer An-/Aus Schalter
• Geringe Handgeräusche
• Inkl. 5m XLR Kabel, Mikrofonstativklemme und Tasche
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SPEZIFIKATIONEN

Mikrofon-spezifikationen Typ: Dynamic

Richtcharakteristik: Unidirectional

Empfindlichkeit (dB): -75 dB

Frequenzgang (-3dB): 60 Hz ÷ 16 kHz

Ausgangs-Impedanz (Ohm): 500.00 ohm

Verbindungen Verbinder: XLR

Zubehör enthaltenes Kabel Yes

Kabellänge (m): 5

Standardkonformität CE Zeichen: Yes

Physikalische daten Farbe: Black

Größe Höhe: 180 mm / 7.09 inches

Durchmesser: 48 mm / 1.89 inches

Gewicht: 0.6 kg / 1.32 lbs

Versandinformationen Verpackung Höhe: 242 mm / 9.53 inches

Verpackung Breite: 70 mm / 2.76 inches

Verpackung Tiefe: 125 mm / 4.92 inches

Verpackungsgewicht: 0.8 kg / 1.76 lbs

ARTIKEL-NUMMER

• 14115014

MD 7600

EAN 8024530005689
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RCF products are continually improved. All specifications are therefore subject to change without notice.
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DRAWINGS SCHEMATICS

FREQUENCY RESPONSE POLAR PATTERNS

BALANCED AND SHIELDED MICROPHONE CABLE WITH XLR CONNECTORS: 

MICROPHONE XLR PLUG: 
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