
MP 341
CONTROL UNIT / AMPLIFIER

DESCRIPTION

The MP 341 unit is the heart of the MP 300 
system and incorporates all the circuitry 
necessary for handling the signals coming to 
and from the operator and user positions 
(operator phonic line and user phonic line). 
Four switches inside the MP 341 unit, with 
corresponding LEDs, are used for setting the 
4 different operating modes according to the 
intensity of noise in the operator position and 
the user position. A switch for each line 
makes it possible to select the “direct” 
function in which the line is always activated, 
or the “switched” mode, in which the line is 
activated at the moment of speaking. Using 
the MP 341 control unit, it is also possible to 
adjust the listening volume of each position 
independently, as well as the switching 
threshold for each microphone (factory 
preset).

FEATURES

• It is the system main unit that manages audio signals coming from microphones
• 4 switches inside (with LEDs) allow to select one of the 4 operating modes, according to the noise 

level at the operator's microphone and at the users' microphone
• A switch for each line makes it possible to select either the 'direct' function (the line is always 

activated) or the 'switched' mode (the line is momentary activated when speaking).
• If both lines are set to the 'switched' mode, only one can be activated at a time.
• The other 2 switches enable the 'forced volume' function of each line, useful whenever it is necessary 

to increase (+ 10 dB) the audio level
• It is possible to adjust the listening volume of each position independently, as well as the trigger 

threshold level of each microphone (factory preset)
• Its plastic enclusure can be wall mounted
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TECHNICAL SPECIFICATIONS

General specifications Power amplifier: 2 W

Operating voltage: 220-240/115 V~ 50/60Hz

Standard compliance CE marking: Yes

Physical specifications Cabinet/Case Material: Plastic

Color: Grey

Size Height: 98 mm / 3.86 inches

Width: 222 mm / 8.74 inches

Depth: 200 mm / 7.87 inches

Weight: 1.24 kg / 2.73 lbs

Shipping informations Package Height: 130 mm / 5.12 inches

Package Width: 285 mm / 11.22 inches

Package Depth: 230 mm / 9.06 inches

Package Weight: 1.53 kg / 3.37 lbs

PART NUMBER

• 12401005

MP 341
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RCF products are continually improved. All specifications are therefore subject to change without notice.
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