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MXR VOICE ALARM SYSTEM

GENERAL POWER
SUPPLY

ALARMSYSTEM AMPLIFIER TRANSM.
PATH

EARTH ALERT POWER
PRESENT

SILENCE 
INTERNAL 
SOUNDER

ESC

OK

SYSTEM CONDITIONFAULTS

AUDIO PLAYER

AUX INPUT
MP3

MONITOR SIGNAL

AUDIO
ON

SPARE AMPLIFIER SERVICE

MXR 

POWER INPUT
AC 115/230V ~ 50-60Hz

800W max

DC  48V       20A max

48V 24V 0

WARNING - AC VOLTAGE SELECTOR AND 
FUSE, REFER TO INSTRUCTION MANUAL

WARNING -  TO REDUCE THE RISK OF FIRE OR 
ELECTRIC SHOCK, DO NOT EXPOSE THIS 
EQUIPMENT TO RAIN OR MOISTURE. REFER 
SERVICING TO QUALIFIED PERSONNEL

CAUTION. RISK OF ELECTRIC SHOCK

18
MADE IN ITALY

SERIAL NUMBER

EN 54-16:2008
EN 54-4:1997+A1+A2
0068-CPR-007/2015
DoP: 001_18
POWER INPUT
AC  115/230V ~ 50-60Hz - 800W max
DC  48V       20A max

MAX OUTPUT POWER
500 W RMS

SINGLE CHANNEL
MINIMUM LOAD IMPEDANCE
20Ω (70V) - 40Ω (100V)

MXR 

RCF S.p.A. - Via Raffaello Sanzio, 13
42124 REGGIO EMILIA - ITALY

B1 B2A1 A2

D1 D2C1 C2

F1 F2E1 E2

Remove the board to access the
SD CARD and manage tha messages

JUMPERS SETTINGS

SYSTEM CONNECTORS

DIP_SWITCH MESSAGES SD CARD BOARD SPEAKERS OUTPUTS


