BM 3003

MICROFONO DE AVISOS DE 3 ZONAS

Descripciéon| The BM 3003 paging microphone allows to make selective calls to 3 zones and is the ideal
complement of the RCF ES 3323 mixer amplifier (with tuner and CD/USB-MP3 player
inside). The inputs 2 and 3 of the RCF ES 3323 amplifier have a RJ 45 port (each) to connect
a BM 3003 paging microphone quickly and directly (through CAT 5 cable) or a line made of
max.12 BM 3003 paging microphones by using 1 or more additional power supply units.

Caracteristicas | » Microfono de flexo de 300 mm

> Pulsador PTT con LED, botones de zona con LED

> Alimentacion Phamton (18 + 48 V cc) para el BM 3003 suministrada directamente desde
el ES 3323

» 2 lineas de 12 BM 3003 en cada una como maximo pueden ser conectadas al ES 3323

» Fuente de alimentacion externa necesaria para conectar el BM 3003 a otros BM 3003

> Antiviento de espuma de poliuretano

> 5 m de cable de conexién (con clavijas RJ 45) incluido
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BM 3003

MICROFONO DE AVISOS DE 3 ZONAS

159 mm

ESPECIFICACIONES
Tipo

Directividad
Sensibilidad (dB)

Respuesta en frecuencia (-3 dB)

O —

Carga minima de impedancia (ohmio)

Salida de voltaje nominal a 3,3 kO (mV

RMS)

Tipo consola

Llamada general
Llamada selectiva
NuUmero de zonas
Indicadores LED

Consumo eléctrico (mA)
Conectores
Smart PTT

Cable incluido

Longitud de cable (m)
Safety agency

Material del gabinete/de la caja

Color

48mm

Desktop paging microphone with electret capsule

Cardioid

-65dB

50 Hz -18 kHz
470.00 ohm
100.00 mV RMS

Paging

Yes
Yes
3

Yes

2.80 mA
RJ45
Yes

Yes
5

CE compliant

Plastic

Crey
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Tamafo / Peso

Especificaciones

BM 3003

MICROFONO DE AVISOS DE 3 ZONAS

Altura 48 mm /1.89 inches

Ancho 100 mm /394 inches
Profundidad 159 mm / 6.26 inches
Peso 0.73 kg /161 lbs
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