CR 2642

42 UNITS RACK CABINET

Description| CR 2600 series rack cabinets are designed to hold all RCF 19" rack standard components.
The rack enclosures are bake-painted at high temperature using epoxy powders to make
the structure unalterable over time and resistant to scratching, abrasion, and atmospheric
agents. The CR 2600 series cabinets are composed of a basic structure that is assembled
simply and quickly by fitting and securing four steel uprights to the upper and lower
panels. Additional front doors with glass can complete the cabinet.

Features| » IEC 297-2dimensional standard compliant
> Steel made structure grey RAL 7035

> Protection grade IP 30

» Three thermostat driven fans

> Optional ventilated door: AK 2642V

Part Number 17170082 CR 2642 Grey - RAL7035  EAN 8024530005313
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Technical Specifications

CR 2642

42 UNITS RACK CABINET

AK 2615V

TECHNICAL SPECIFICATIONS

Type
Max load (kg)
Ventilation

Thermal dissipation 25° C (W)

Thermal dissipation 35° C

IP protection grade

Safety agency
Cabinet/Case Material
Color

Rack mounting

Height

Width

Depth

Weight
ACCESSORIES
WHEELS

17360038 RR 2601
RACK COMPONENTS
17100010 AK 2642V
17360027 AR 2605
17360040 BH 1042
17170149 P AER
17170146 PU 2

AK 2628V AK 2642V

42U
350.00 Kg
Yes

3320

2180 W

IP 30

CE compliant

Metal
Grey - RAL 7035

42U , Optional rack mounting accessory required

2090 mm /8228 inches
600 mm /23.62 inches
600 mm /23.62 inches
86 kg /1896 Ibs

EAN 8024530005351
Grey - RAL7035 EAN 8024530016210
EAN 8024530001179
EAN 8024530011796
EAN 8024530006778
EAN 8024530006747

Black
Black
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CR 2642

42 UNITS RACK CABINET

Rack Components | 17170147 PU3 Black EAN 8024530006754
RACK MOUNT KITS
17360039 AR 1050 GCrey EAN 8024530016180
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