HL 35-S

FLYABLE PASSIVE SUBWOOFER

Description| The HL 35-Sis the ideal flyable bass complement for the HL 6 line array system. It features a
Baltic birch plywood cabinet housing one 4.0" voice coil and a 15" neodymium woofer that
handles frequencies from 40 Hz to 140 Hz, with maximum linearity and low distortion up to
134 dB. The hardware is designed for fast deployment and is completely compatible with
HL 6 rigging. The heavy-duty front grille is powder-coated with a special transparent-to-
sound foam backing inside that helps to further protect the transducers from dust and
debris.

Features| > 3600W Peak Power Handling
» 134 dB Max SPL
» 40 +140 Hz Frequency Range
> 1x 15" High-Power Woofer
» Baltic birch Plywood Cabinet
» Steel Front Grille with Cloth
> M20 Standard Pole Mount (top of cabinet)
» 2 X SpeakON Connectors

Part Number 13000732 HL 35-S 8ohm Black - RAL 9005 EAN 8024530019075

13000945 HL 35-S W 8ohm White - RAL 9003 EAN 8024530024116

Technical Specifications Products are continually improved. All specifications are therefore subject to change without notice. Pagelof3



Line Art 2D

Acoustical specifications

Power section

Transducers

Input/Output section

Standard compliance

Physical specifications

Size / Weight

Technical Specifications
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SUBWOOFER HL 35-S 8ohm

TECHNICAL SPECIFICATIONS

Frequency Response (-10dB)

Max SPL @ Tm
Amplification
Nominal Impedance
Power Handling

Peak Power Handling
Woofer

Input connectors

Output connectors
Safety agency

Cabinet/Case Material
Hardware

Handles

Pole mount/Cap
Grille

Color

Height

Width

Depth

Weight

40 Hz -140 Hz
134 dB

Full Range

8 ohm

900 W

3600 W PEAK

1x15" neo, 4.0" v.c

Speakon
Speakon

CE compliant

Baltic birch plywood

Integrated array mechanics

On side panels

M20 thread

Steel

Black - RAL 9005, White - RAL 9003

4445 mm /175 inches
480 mm /189 inches
508 mm /20 inches
28 kg /6173 Ibs
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Rigging / Mounting

Technical Specifications

HL 35-S

FLYABLE PASSIVE SUBWOOFER

ACCESSORIES
AZIMUT BRACKETS

13360351 AZM-BR 2X
CLAMP BRACKETS

13360371 CL-BRHDL6
FLY BARS

13360360 FL-BHDL®6

FLY BARS PICKUP

13360372 FL-BPKHDLG6
13360696 FLB60696

LINK BARS

13360375 FL-B LINK HDL 6-12 2X
POLE MOUNT KITS

13360232 AC PMX

13360067 PM-KIT M20

QUICK LOCK PINS

13360626 QL-PIN 008
SUSPENSION CHAINS

13360129 HOIST SPACING CHAIN CH 001

Black

Black

Black
Black

Black

Black

Black

Black

EAN 8024530013516

EAN 8024530014360

EAN 8024530014209

EAN 8024530014353
EAN 8024530023027

EAN 8024530014414

EAN 8024530010058
EAN 8024530014599

EAN 8024530020897

EAN 8024530020774
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