
MP 321
OPERATOR MICROPHONE

DESCRIPTION

The MP 321 consists of a condenser 
microphone with excellent directional 
features, contained in an anthracite grey die-
cast aluminium alloy enclosure which is 
protected by a stove-enamelled stainless 
steel grille. The attractive design and reduced 
dimensions make the MP 321 easy to integrate 
into any space. The base is equipped with two 
buttons for activating the operator-user and 
the user-operator lines. A LED indicates which 
line is activated.

FEATURES

• Electret microphone with unidirectional polarn pattern, housed into an anthracite grey die-cast 
aluminium alloy and protected by a painted stainless steel grille

• Equipped with 2 push-buttons to activate the operator-user line and the user-operator line 
respectively

• A LED indicates which line is activated
• It can be remote controlled (e.g. through a pedal switch)
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TECHNICAL SPECIFICATIONS

General specifications Type: Electret

Cable included: Yes

LED indicators: Yes

Standard compliance CE compliance: Yes

Physical specifications Cabinet/Case Material: Metal

Size Height: 152 mm / 5.98 inches

Width: 84 mm / 3.31 inches

Depth: 195 mm / 7.68 inches

Weight: 0.6 kg / 1.32 lbs

Shipping informations Package Height: 95 mm / 3.74 inches

Package Width: 235 mm / 9.25 inches

Package Depth: 130 mm / 5.12 inches

Package Weight: 0.7 kg / 1.54 lbs

PART NUMBER

• 12401008

MP 321
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RCF products are continually improved. All specifications are therefore subject to change without notice.
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